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1 Product

Power: 110v  -  120v 1P 60hz
Power EU: 220v 1P 50hz/60hz
Input: 20A Output 13.5A
Pressure: 0 - 10,000 psi
Heat Plate: 12”  x  12”
Flow Port: 3“  x  3”
Capacity Per Bag: 40 - 60 Multi-bag
Capacity Per Press: 160 - 240 g
Weight: 428 lbs
Size: 18 (L) x 18 (W) x 31.5 (H)

2 Technical

Display: 4" Touch Screen
Software: Access Rosin®
Digital Temperature Transmitter
Selector Switch
E-Stop Switch Button
Power Receptacle: Female - 100v VAC
Power Cord: 10' - 100v VAC
On/Off Power Switch
Digital Pressure Transducer

SKU: 700100

Patent No. 11,511,465

4 What's Included

1. The Rosin Machine
2. Hydraulic Lines
3. Hydraulic Cart
4. Pouch Tongs
5. Touch Screen Pen

3 Pump Options

 Hand Pump - BVA 2301M E-Hydraulic Pump

5 Throughput Capacity

Hash: 200 grams / Press
Rosin: 150 grams / Press
Press Time: 5 - 10 Minutes
Total: 7.2 kg - 9.6 kg / (8 Hours)
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